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1800S, 352F, 352S

208J, 408A, 508A

Accurately, precisely and
automatically.

Ready to stuff envelopes in the blink of an
eye. You save: Time and nerves. And your
business correspondence makes a real
impression with its flawless appearance.

The perfect combination of ease
of use, speed, and precision.

MBM'’s paper folder machines give you the
simplicity and versatility to complete a wide
variety of folding jobs within minutes.

Time is money - so true when it comes to daily mailing in
secretarial and sales offices, or in account departments. MBM

PAPER FOLDERS

paper folding machines offer a choice of different folds and MBM F .
: : rom manual to automatic
formats, and in a matter of seconds prepare letters, circulars, IDEAL.MBM
flyers, invoices, and statements for easy insertion into envelopes. CORPORATION CORPORATION programmable'
Operation is easy; For most machines, simply load with a stack of 3134 Industry Drive 945B Southgate Drive .
paper, refer to the symbols, set the paper positioning, and at the North %22'_'5‘3;;‘32'735 29418 Gueslgl(;, ?g 2151]!2_8089 Thel perfeCt solution for
push of a button your letters and documents are folded! www.mbmcorp.com www.ideal-mbm.com f0|dlﬂg paper.
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Overview of
MBM Folders
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MBM 208J

MBM 408A

MBM 508A

MBM 1800S

MBM 352F

MBM 352S

Paper size, inches

31/2x5t011x17

31/2x5t011x17

31/2x5t011x17

41/2x81/4t013 x19

2x23/4t014x%x211/4

33/8x43/4t0125/8x17 3/4

Paper weight 12 Ib. Bond to 80 Ib. Offset 12 Ib. Bond to 80 Ib. Offset 12 Ib. Bond to 80 Ib. Offset 16 Ib. Bond to 80 Ib. Cover 13 Ib. Bond to 110 Ib. Cover 13 Ib. Bond to 110 Ib. Cover
Approximate GSM 15 15 15 218 290 290
500 500 500 800 300 450

Sheet capacity*

Paper feed system

Friction, 3 feed rollers

Friction, 3 feed rollers

Friction, 3 feed rollers

Adjustable air suction, top feed

Friction, 2 rollers

Adjustable air suction, bottom feed

Programmability

36 standard folds (12 custom in memory)

36 standard folds (24 custom in memory)

6 standard folds (30 custom in memory)

Speed, sheets per hour**

14,400

14,400

14,400

18,000

22,000

30,000

Control panel type

touch panel

color LED touch-screen

color LED touch-screen

touch panel

traditional push button

traditional push button

Counter 4 digit batch and total functions 4 digit batch and total functions 4 digit batch and total functions 4 digit batch and total functions - =

Double feed detection v v v - _

Automatic exit conveyor \4 v v v v v

Skew and micro adjustment dials v v v v - -

Quick release rollers v v v v _ _

Fully enclosed fold tables for quiet operation - v v v - =

Optional accessories - micro-perforator, scorer, slitter micro-perforator, scorer, slitter micro-perforator, scorer perforator, scorer, slitter, crossfold perforator, scorer, slitter, crossfold

Power supply 115V, 60 Hz 115V, 60 Hz 115V, 60 Hz 120V, 60 Hz 115V, 60 Hz 115V, 60 Hz (20 amp dedicated line required)

Product dimensions (D x W x H), inches 211/2x405/8x19 3/4 211/2x393/4x19 3/4 211/2x393/4x19 3/4 24 x 49 x 23 221/4x413/4x141/2 221/4x511/4x431/2

Shipping weight, pounds 73 76 82 189 105 312

*May vary due to variations in paper and power supply. **Speed based on half-fold application and 20 Ib bond paper stock. All technical data is approximate and subject to change. © MBM Corporation, 2/2022.
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QUICK RELEASE ROLLERS

Quick release rollers make regular
maintenance and cleaning easy (208J,
408A, 508A, 1800S).

TOUCH-SCREEN
The LED color touch-screen

automatically sets up standard folds at
the touch of a button (408A, 508A).

DOUBLE FEED DETECTION

The double feed detection sensor
prevents mis-feed papers (408A,
508A, 1800S).
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PAPER FEED / SEPARATOR
PRESSURE ADJUSTMENT

Paper feed pressure adjustment
and separator pressure adjustment
prevents double feeds (508A).

BELT FEED SYSTEM
A belt fed, air suction system allows

trouble-free feeding of coated stock
(1800S).

DUAL FEED ROLLERS

The dual roller feed system feeds a
wide range of stock (352F).

ENCLOSED TURBINE BLOWER

The low-maintenance blower does
not require filter changes (352S).




